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fiSH REpRODUctiON
BiOtEcHNOLOgiES

SALMONiD Egg SORtER

pROfESSiONAL SORtER USiNg iMAgE pROcESSiNg tEcHNOLOgY

REfERENcE NO. DEScRiptiON pAckAgiNg
027000 proSorter Each
027190 5.5mm Disc Each
027192 6.0mm Disc Each
027193 6.5mm Disc  Each
027194 7.0mm Disc Each
027195 7.5mm Disc Each
027196 8.0mm Disc Each
024197 9.0mm Disc Each
027198 5.0mm turning module Each
027199 6.0mm turning module Each
027200 7.0mm turning module  Each
027201 8.0mm turning module Each

• High accuracy in removing glass eggs, pin eyed eggs,
unfertilized eggs, and undersized and oversized eggs

• No manual post-sorting
• No post sorting mortality
• 125 000 - 200 000 sorted eggs / hour
• Self-adjusting and autonomous
• Optional high capacity buffer tank (20l)
• Reliable statistics on egg size, size variation and quality

ProSorTEr

Dimensions: 970mm long, 615mm high,
700mm deep
Weight: 120kg
Electric Power: 220 volt
Water Supply: 1-2 bar at machine entry,
20 L/min for constant flow, ¾” connection
Air Pressure: 2-3 bars at entry, ¼” connection

Exclusively distributed
by Syndel in the USA
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tHE fAStESt SORtER ON tHE MARkEt

QuickSorTEr
• Very high speed in removing unfertilized eggs

• 1 Million eggs/hour

• Reliable and accurate

• No post-sorting mortality

• counters of sorted batches

• User-friendly and autonomous

• Handy and transportable with an external
pump (sold separately)

• Easy to clean

REfERENcE NO. DEScRiptiON pAckAgiNg

027554 QuickSorter Each
017509 5.25mm drum tube Each
019104 6.25mm drum tube Each
017510 7.25mm drum tube Each
018538 8.25mm drum tube Each
017511 9.25mm drum tube Each

SALMONiD Egg SORtER

Dimensions: 660mm x 640mm x 410mm
Weight: 59kg
Electric Power: 220 volt
Water Pressure: 3 bar
Air Pressure: 8 bar, 150 L, 30M3/H

Exclusively distributed
by Syndel in the USA


